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Assembly and bearing adjustment 5 4
b

of the drive gear wheel €62
b 6.

1. Heat the taper roller bearing (8) to about 100 C
and install it onto the drive gear wheel (9).

2. Install the complete drive gear wheel into the
differential carrier (3).

3. Put on the drop gear housing (7) and bolt it.

4. Place the taper roller bearing (10) into the drop
gear housing and install the circlip (11). Push the
drive flange (12) onto the gear wheel resp. into
the taper roller bearing and tighten the safety nut
(13).

5. Tighten the thread ring (14) until there is a
bearing roll resistance of 1,0 Nm, measure the
bearing roll resistance by using a torque wrench.
Back off the thread ring 2 teeth.

6. Bolt the lock plate (15) for the thread ring with
screws (16), secure with Loctite 270, if need be
bend the lock plate.

Detach drop gear housing and drive gear wheel.
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Assembly of the hub assembly
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Disc Brake PAN® 25-1 25

7S Checking / Renewing Brake Discs i
7.1 Inspecting the Brake Disc

Checking the brake disc according as described in Section 2.4. If wear limit values have been
reached or exceeded replace brake disc as described below.

7.2  Renewing Brake Disc

Caution: It is generally recommended that after installation of a new brake disc new brake
pads be installed.

Removal of the Brake Discs:

Remove brake pads as described in Section 3.

Remove brake cylinder front axle as described in Section 6.

Remove brake from the axle as described in Section 4.
Remove wheel hub with brake disc according instructions of the vehicle manufacturer.

Installing of the Brake Discs:

Install brake disc and wheel hub according instructions of the vehicle manufacturer.
Clean the brake disc (degrease). Disc must be free of oil.

Check installed brake disc for maximum run-out as described in Section 2.4.
Adjust ABS sensor according instructions of the vehicle manufacturer.

Mount brake as described in Section 4.

Install brake pads as described in Section 3.

Install brake cylinder front axle as described in Section 6.
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