Service-Manual
for Kessler axles
series 51,61,71,72,81,82

M Edition 12/2008




Lubrication points

po
-

N Section

The binding lubrication points have to be taken from the according installation drawing of the axle.

Single drive assembly

* The position is dependent from the respective axle version.

Drive assembly with throughdrive
Version with interaxle differential.

Fill 1,5 litre oil at I + 11 * for first - time
filling and for refilling!

Drop gear D 51 /D 108

* 11 only at version with separately oil space.

Cardan shaft intermediate bearing

1 = Oil fill plug 111 = Qil drain plug
11 = Qil level control plug IV = Grease nipple
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Adjustment of the axial clearance 2 (@
Assembly of the planetary housing o

Adjustment of the axial clearance

The axial clearance between axle shaft resp.
universal joint and thrust disc (27) in the planetary
housing must be 0,3 - 0,7 mm.

Measure distances :
Dimension A =
Dimension B =

Required disc thickness =

A - B - axial clearance (0,3 - 0,7 mm)

Mount the correctly dimensioned thrust disc (if

necessary, make final correction on a lathe) into the

planetary housing. Secure with Loctite 270.

Assembly of the planetary housing

Place o - ring (30) into the slot of the planetary housing.

Install the planetary housing and bolt it.
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Disc Brake PAN® 25-1

Work Sequences

Figures

20

« Move brake caliper backwards and forwards
on guide pins 8, 9 several times. Check for
ease of movement.

Caution: Do not squeeze guide pin dust caps
against brake caliper!

« Lubricate the bores for the caps 11, 11.1 in
the brake caliper 1.

+ Place new caps 11, 11.1 in the bores in the
brake caliper 1 and press home with a
suitable tool.

Note: Fit the long cap 11.1 on the longer guide
pin 8. Take care to avoid damaging the covers.

e Mount brake over the brake disc on the axle
according to Section 4.

Note: Special assembly instructions of the
vehicle manufacturer have to be noted.

+ |Install brake pads and set clearance. Carry
out according to Section 3. and pay attention
to Notes.

« Before refitting the brake cylinder clean the
mounting flange on the caliper and grease
the concave seat (arrow) in the brake lever.

« Refit the brake cylinder according to Section
6.

Caution: With the brake cylinder in its
installed position, ensure that the lower
drainage hole facing the ground is open! All
other holes must be plugged!
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