SY265C9C5K Crawler Hydraulic Excavator

SANY

SY265C9C5K
Crawler Hydraulic Excavator

Shop Manual

e Read and follow the safety precautions and instructions in this manual and on the ma-
chine decals. Failure to do can cause serious injury, death or property damage. Keep
this manual with the machine for reading and future reference.
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Introduction

SY265C9C5K Crawler Hydraulic Excavator

1.2.4 Repair limit and allowable value

The size of a part changes due to wear
and deformation while it is used. The limit
of changed size is called the "repair limit".

If a part is worn to the repair limit must be
replaced or repaired.

The performance and function of a product
lowers while it is used. A value below which
the product can be used without causing a
problem is called the "allowable value".

If a product is worn to the allowable value,
it must be checked or repaired. Since the
permissible value is estimated from vari-
ous tests or experiences in most cases,
however, it must be judged after consider-
ing the operating condition and customer's
requirement.

1.2.5 Clearance limit

Parts can be used until the clearance be-
tween them is increased to a certain limit.
The limit at which those parts cannot be
used is called the "clearance limit".

If the clearance between the parts exceeds
the clearance limit, they must be replaced
or repaired.

1.2.6 Interference limit

The allowable maximum interference be-
tween the hole of a part and the shaft of
another part to be assembled is called the
"interference limit".

The interference limit shows the repair limit
of the part of smaller tolerance.

If the interference between the parts ex-
ceeds the interference limit, they must be
replaced or repaired.
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SY265C9C5K Crawler Hydraulic Excavator

Structure and Functions

PIN Signal name Input/Output
1 GND Input
2 GND Input
3 GND Input
4 PWR Input
5 PWR Input
6 pilot handle 1 Input
7 pressure switch of air filter block Input
8 walking—alarm close Input
10 flameout switch Input
15 RX232A Input
16 RX232B Input
19 hydraulic oil temp Input
20 Rpm knob signal Input
21 travel left pressure Input
22 boom dig pressure Input
23 bucket dump pressure Input
24 boom dump pressure Input
25 hydraulic shear turn left switch Input
26 hydraulic shear turn right switch Input
27 pressure switch 1 Input
29 starting switch Input
34 TX232A Input
35 TX232B Input
38 hydraulic shear and pressure alarm signal Input
39 front pump pressure Input
40 travel right pressure Input
41 bucket dig pressure Input
42 arm down pressure Input
43 Trear pump pressure Input
50 pilot handle 2 Input
51 Relief boost switch Input
59 SPWR Output
61 swing pressure Input
62 arm up pressure Input
69 pressure switch 2 Input
77 SPWR Output
78 SPWR Output
80 fuel position Input
A SANY Shop Manual - October 2017 4-170

S



SY265C9C5K Crawler Hydraulic Excavator

Troubleshooting

H-4 Abnormal noise in hydraulic pump

Trouble

e Abnormal noise is produced from the hydraulic pump

Related information

Possible causes and standard value in normal

state

Cause Standard value in normal state/References for troubleshooting
Low level of .
o Make a visual check.
hydraulic oil

Inferior hydrau-
lic oil

Hydraulic oil probably contains air. Make a visual check.

Clogging of
vent on top of
hydraulic tank

It is probably the clogging of the vent on top of the hydraulic tank that

causes negative pressure in the hydraulic tank. Press the release button of

the breather valve to eliminate air. Check again if the noise disappears.

Clogging of
hydraulic tank
strainer

It is probably the clogging of hydraulic tank strainer that causes negative

pressure in the oil suction line. Make a visual check.

Failure of main
pump

The main pump may have internal defect. Check the main pump.
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SY265C9C5K Crawler Hydraulic Excavator Disassembly and Assembly

8.38 Connector Terminals - Insert and Remove

8.38.1 Insertion

1. Hold tightly a wire terminal at a distance of
about 25 mm from its end.

ZX215-1006320

2. Hold the connector. Let the rear seal face
you.

3. Align the terminal with a hole on the seal
and push it perpendicularly to the bottom.
Slightly pull back the wire in order to en-
sure that the terminal is locked in place.

ZX215-1006322
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