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Safety Function

The AMA is a safety device provided to prevent overturning of and damage to the crane
caused by overloading.

It detects the operating status of the crane and the total weight of the lifted load and
slings (hereinafter called weight of the load), analyzing the signals input by the detectors.
When the lifting capacity that is applicable to the current operating status decreases
close to the detected weight of the load, the device warns the operator with an alarm
buzzer and a warning light.

Precautionary Alarm

The precaution alarm works when the limit moment decreases close to the actual load
moment.

Limit Alarm

The limit alarm waorks when the limit moment decreases to the actual load moment. In
this case, operations toward critical sides listed below become unavailable.

* Hoisting up

« Boom extension

* Boom lowering

* Boom swinging

Boom Angle Restriction Alarm

The boom angle restriction alarm works when the boom angle reaches the upper or lower
limit set by this device.
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5. Safety Function for the Radio Controller

Automatic Power OFF Function

When all of the operation select
switches are left unoperated for
approximately 10 minutes with the
transmitter power turned on, the
transmitter is turned off automatically to
save the battery.

* The power lamp on the transmitter
goes out, and the machine cannot be
operated by the radio controller.

When restarting the operation, turn on

the power again.

Power lamp

Power switch

Motion
selection switch

Z01497-00E

Switch Failure Detection Function

In the following cases, the four
indicator lamps on the transmitter flash.
In this case, the machine cannot be
operated by the radio controller.

* The transmitter is switched on while
the motion selection switch and speed
lever are operated. . ;

« An motion selection switch or speed o Z01498-00E

lever fails.

* An motion selection switch has
been out of its neutral position for 5
minutes.

Receiving Condition Alarm Function

The following alarms are issued during

operation depending on the radio wave

state.

(1) Low beep
Warns that the radio waves are ?
weak.

(2) Two low beeps = = i
When two consecutive low beeps ===t ©’
are issued, the machine operation
stops.

=

"Beep, Beep” X

ZOL499-00E
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Operation

TM-ZES00GXL-5_OM1(U)-11E
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Preparation for Traveling

TM-ZES00GXL-5_OM1(U)-11E
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